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LUXOR LUXOR

LUXOR LX8B
black coated

602 x 1700 mm

LUXOR LX3W
white coated 
702 x 1200 mm

LUXOR LX1SS
brushed stainless steel
402 x 1200 mm *Other surface finishes see page 79. 

Location of “attachment“ to the wall: â 91 mm á 91 mm
Central heating: YES 
Combination heating: YES
Electric heating: YES 
Horizontal pipes: Ø 20 mm
Vertical pipes: Ø 32 mm

LX4, LX6LX1, LX3 LX8

Connection options:

C/C
é éC

one side
éé 50 mm

Chrom Brushed  
stainless steel

Other surface
 finish  

(coated)*

Width (A)  
x Height (B)

[mm]

Connection 
span (C)

[mm]

HO [W] Dt 20°C 
75/65°C

Max. recommended
 electric heating element [W]

Chrome Stainless 
steel Coated Chrome Stainless 

steel Coated

LX1C LX1SS LX1 402 x 1200 370 264 294 416 200 200 400

LX3C LX3SS LX3 702 x 1200 670 385 428 606 300 400 500

LX4C LX4SS LX4 402 x 1500 370 330 367 520 300 300 500

LX6C LX6SS LX6 702 x 1500 670 481 535 758 400 500 600

LX8C LX8SS LX8 602 x 1700 570 493 548 776 400 500 600
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